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VIGTIGT!

Bæreevne: max. 5 kg på hvert hyldesæt

Benyt altid rawplugs som egner sig til vægtypen, som hyldesystemet skal monteres på. De 

medfølgende rawplugs egner sig til murvæg.

Opdateret: 11-08-2023

DK
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Vær altid to til opsætning af hyldesystemet

Saml altid hyldesystemet på et blødt underlag

Boremaskine bruges udelukkende til at 
bore hul i væggen 

Brug udelukkende manuelt værktøj til 
samling af hyldesæt og montering på 
væggen. 
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Disse dele findes i pakken

1 x kort hylde

3 x skruer

3 x rawplugs 
(De medfølgende rawplugs egner sig til murvæg)

1 x lang hylde

3 x vægbeslag

3 x cirkelbeslag

1 x torxnøgle

1 x unbrakonøgle 4 mm

1 x unbrakonøgle 1,5 mm
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Samling af enkelt hyldesæt
a) 	 Saml først dit hyldesæt i krydssamlinger på et blødt underlag. Hyldesættene kan sam	

	 les på de to følgende måder, version A og version B.

 	 Hvis du ønsker, at benytte vores forslag til samling af hyldesystemet (se side 16-19), 	

	 skal du være opmærksom på, om du skal samle dine hyldesæt i version A eller B.

	 Hvis du selv vil designe dit hyldesystem, bestemmer du selv, om du vil samle dine 		

	 hyldesæt i version A eller B. 

1

Version A:

Kort hylde

Lang hylde

Kort hylde

Lang hylde
Lang hylde

Lang hylde

Kort hylde

Kort hylde

Kort hylde

Lang hylde

Kort hylde

Lang hylde
Lang hylde

Lang hylde

Kort hylde

Kort hylde

Version B:

Kort hylde

Lang hylde

Kort hylde

Lang hylde
Lang hylde

Lang hylde

Kort hylde

Kort hylde
Kort hylde

Lang hylde

Kort hylde

Lang hylde
Lang hylde

Lang hylde

Kort hylde

Kort hylde
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b)	 Et cirkelbeslag monteres nu i krydssamlingen på den lange hyldes ubrudte kant for at 	

	 holde pladerne samlet.

	

	 OBS: Kan du ikke presse beslaget på plads, hjælper det at løsne pinolskruerne, der 	

	 sidder 	i beslaget (en stor og fire små). Brug unbrakonøgle 1,5 mm til de små skruer og 	

	 unbrakonøgle 4 mm til den store skrue.

	 Cirkelbeslaget monteres ved at skrue pinolskruerne ind i de tilhørende huller i hylde- 

	 pladen, indtil disse ikke længere er synlige. Brug her unbrakonøgle 1,5 mm.

Kort hylde

Lang hylde

Kort hylde

Lang hylde
Lang hylde

Lang hylde

Kort hylde

Kort hylde
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Når du har samlet  alle dine kryds, kan du på gulvet lægge krydsene, sådan som du ønsker, dit 

hyldesystem skal se ud. 

Vær opmærksom på, at alle kryds skal vende, således at den lange hylde er øverst. Den lange 

hyldes ubrudte kant vil komme til at vende ud i rummet, og den korte hyldes ubrudte kant vil 

komme til at vende mod væggen. 

Hvis du ikke selv ønsker at designe dit hyldesystem, kan du lægge dine kryds, som vi foreslår 

på side 16-19. 

Design dit hyldesystem2
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Vigtigt: Regler for placering af vægbeslag
Før du kan fastgøre dit hyldesystem på væggen, skal du finde ud af, hvor der skal monteres 

vægbeslag på dit hyldesystem. 

Vær opmærksom på, at vægbeslagene skal placeres på den korte hyldes ubrudte kant.

Du har 3 vægbeslag til rådighed pr. hyldesæt, så undgå kombinationer, der ifølge punkt, a, b, c 

og d, kræver mere end 3 vægbeslag pr. hyldesæt.

3

a) 	 Krydssamlinger: Placer vægbeslag alle steder, hvor to plader krydser hinanden. UDEN 	

	 at skrue vægbeslagene fast.
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b) 	 Fladesamlinger: Placer vægbeslag alle steder, hvor enden af en plade møder en flade. 	

	 UDEN at skrue beslagene fast.

c) 	 Frithængende lange ender: Placer vægbeslag alle steder, hvor en fri ende måler 39,7 	

	 cm eller 49 cm. UDEN at skrue beslagene fast.
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d) 	 Endesamlinger: Placer vægbeslag alle steder, hvor to eller flere ender mødes. UDEN at 	

	 skrue beslagene fast.
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Start med at montere et enkelt hyldesæt ad gangen på væggen. Vælg det hyldesæt i dit hyld-

esystem der kræver vægbeslag monteret i enderne.

Fastgør vægbeslagene på det ene hyldesæt ved at skrue pinolskruerne fast med den medføl-

gende unbrakonøgle 1,5 mm. Ved fastgørelse af pinolskruerne kan der forekomme tre scenarier:

1. 	 Pinolskruen skrues i det tilhørende hul på hylden, indtil pinolskruen ikke længere er 	

	 synlig.

2. 	 Pinolskruen skrues ind på selve hylden, indtil du mærker modstand fra hyldepladen.

3. 	 Pinolskruen rammer hverken et hul eller hylde. Her skrues pinolskruen i, indtil denne	

	 ikke længere er synlig. 

Ophængning af et enkelt hyldesæt4

5
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Bor hul i væggen, der hvor vægbeslagene har lavet afmærkninger, og isæt rawplugs.

Tag dit ene hyldesæt med de fastmonterede vægbeslag og hold det op mod væggen i den 

ønskede placering. Brug evt. vaterpas for at kontrollere, at hyldesættet er i lod og vater. 

Pres hyldesættet mod væggen, så skruerne bag på vægbeslagene laver afmærkninger i 

væggen. Hav evt. en kuglepen ved hånden, for at gøre afmærkningerne tydeligere. 

6

7
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Afmonter alle vægbeslag fra hyldesættet og skru afmærkningsskruen af vægbeslaget ved 

hjælp af unbrakonøgle 4 mm.
8

Vægbeslagene skal nu monteres i de borede huller i væggen. Brug her de medfølgende 

skurer, og skru vægbeslaget fast i væggen med torxnøglen.
9

Monter hyldesættet i vægbeslagene og spænd pinolskruerne i vægbeslaget med den 

medfølgende unbrakonøgle 1,5 mm. (Passer pinolskruerne ikke i hyldens huller, tjek punkt 10a, 

side 14)

10



14

a) 	 Hvis pinolskruerne ikke rammer hullerne i hylden, kan beslaget justeres. 

	 Dette gøres ved at løsne skruen med torxnøglen og justere placeringen af 			

	 vægbeslaget, således pinolskruerne herefter passer i hullerne i hylden. Herefter 		

	 spændes skruen igen. 

Ved sammensætning af flere hyldesæt, gentag fra trin 5, side 11.

12 Sammensætning af flere hyldesæt

11 Tjek nu om du har skruet alle pinolskruer fast ved at rykke forsigtigt i hyldesættet. Hvis hyl-

derne sidder løse, er nogle af pinolskruerne ikke skruet rigtigt i. 

2mm

2mm
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Når alle hyldesæt er fastgjort på væggen, trykkes cirkelbeslag fast alle steder hvor to eller 

flere hylder mødes. 
13

14 Fastgør cirkelbeslagene ved at spænde pinolskruerne med den medfølgende unbrakonøgle

1,5 mm.
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Forslag til samling af 2 hyldesæt

1 Hyldesæt - Version A					     2 Hyldesæt - Version A

Tjek efter i punkt 1 side 5, hvorledes hyldesættene samles i version A.
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Forslag til samling af 4 hyldesæt

1 Hyldesæt - Version A					     2 Hyldesæt - Version A

3 Hyldesæt - Version B					     4 Hyldesæt - Version B

Tjek efter i punkt 1 side 5, hvorledes hyldesættene samles i henholdsvis version A og B.
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Forslag til samling af 8 hyldesæt

1 Hyldesæt - Version B					     2 Hyldesæt - Version A

3 Hyldesæt - Version A					     4 Hyldesæt - Version B

Tjek efter i punkt 1 side 5, hvorledes hyldesættene samles i henholdsvis version A og B.
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5 Hyldesæt - Version B 

6 Hyldesæt - Version A		

7 Hyldesæt - Version A	

8 Hyldesæt - Version B
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22: 	 Package content

23: 	 Assembling of a single set of shelves

25: 	 Design your shelving system

26: 	 ATTENTION: Mounting of wall fittings

29: 	 Wall mounting of a single set of shelves

32: 	 Assemble more sets of shelves

34: 	 Assembly suggestion: 2 sets of shelves

35:	 Assembly suggestion: 4 sets of shelves

36: 	 Assembly suggestion: 8 sets of shelves

Index

ATTENTION!

Carrying capacity: max 5 kg on each set of shelves

Always use wall plugs suitable for the type of wall the shelves should be mounted on. The wall 

plugs, that are enclosed in the package, are suitable for solid brick walls.

Updated: 11-08-2023

EN
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Do not mount the shelves alone.

Always assemble your sets of shelves on a soft surface.

A drilling machine should only to be used 
for drilling holes in the wall.

Only use manual tools when assembling 
the sets of shelves and when mounting 
the shelves on the wall. 
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Package content

1 x short shelf

3 x screw

3 x wall plug 
(The wall plugs, that are enclosed in the pack-

age, are suitable for solid brick walls)

1 x long shelf

3 x wall fittings

3 x circle fittings

1 x torx key

1 x Allen key 4 mm

1 x Allen key 1,5 mm
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Assembling of a single set of shelves
a) 	 Assemble all your sets of shelves in cross joints on a soft surface. You can assemble 	

	 the sets of shelves in two ways, version A and version B.

 	 If you wish to follow our assembly suggestions (p. 16-19), please be aware of whether 	

	 you need to asemble the shelves in version A or B.

	 If you wish to design your own shelving system, it is up to you whether you want to 

	 assemble the shelves in version A or B. 

1

Version A:

Short shelf

Long shelf

Short shelf

Long shelf
Long shelf

Long shelf

Short shelf

Short shelf

Short shelf

Long shelf

Short shelf

Long shelf
Long shelf

Long shelf

Short shelf

Short shelf

Version B:

Short shelf

Long shelf

Short shelf

Long shelf
Long shelf

Long shelf

Short shelf

Short shelf
Short shelf

Long shelf

Short shelf

Long shelf
Long shelf

Long shelf

Short shelf

Short shelf
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b)	 To keep the two shelves together, fasten a circle fitting in the cross joint on the unbro	

	 ken (continuous) edge of the long shelf.

	 NOTE: If you can not press the circle fitting into place, it helps to loosen the screws 	

	 that are attached in the fitting (one large and four small screws). Use 1.5 mm Allen key 	

	 for the small screws and 4 mm Allen key for the large screw.

	 Fasten the circle fittings by screwing the set screws in the corresponding holens in the  

	 shelf, until these are no longer visible. Use Allen key 1,5 mm.

Short shelf

Long shelf

Short shelf

Long shelf
Long shelf

Long shelf

Short shelf

Short shelf
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When you have assembled all your shelves in cross joints, lay down the crosses as you wish 

your shelving system should look like. 

Make sure that all the crosses are facing the same direction, so that the long shelf is at the top. 

The unbroken (continuous) edge of the long shelf is going to face the room, and the unbroken 

(continuous) edge of the short shelf will face the wall.

If you don’t wish to design your shelving system yourself, you can lay down your sets of 

shelves as we suggest on page 34-37. 

Design your shelving system2
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ATTENTION: Mounting of wall fittings
Before you can mount your shelves on the wall, you need to find out where to fasten your wall 

fittings on the shelves. 

Be aware that the wall fittings should be mounted on the unbroken (continuous) edge of the 

short shelf.

You have 3 wall fittings at your disposal per set of shelves, so avoid conbinations, that accord-

ing to paragraph, a, b, c and d, take more than 3 wall fittings per set of shelves.

3

a) 	 Cross joints: Place wall fittings where two shelves intersect.

	 WITHOUT fastening the wall fittings.
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b) 	 T-joints: Place wall fittings where two shelves intersect in a T-junction.

	 WITHOUT fastening the wall fittings.

c) 	 Free-hanging shelf ends: Place wall fittings where a free-hanging shelf ends measures

	 39,7 cm or 49 cm. WITHOUT fastening the wall fittings.
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d) 	 End joints: Place wall fittings where two or more ends meet.

	 WITHOUT fastening the wall fittings.
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Mount one set of shelves at the time on the wall. Start with the set of shelves that requires wall 

fittings mounted in the ends.

Fasten the wall fittings on the first set of shelves by fastening the set screws with the Allen key 

1,5 mm. When fastnening the set screws three scenarios might occur:

1. 	 The set screw fits into a corresponding hole in the shelf. Fasten the set screw until the 	

	 it is no longer visible.

2. 	 There is no corresponding hole in the shelf. Fasten the set screw until it meets resis	

	 tance from the opposing shelf plate.

3. 	 The set screw doesn’t fit into a corresponding hole and doesn’t hit an opposing shelf 	

	 plate. In this case, fasten the set screw until it is no longer visible.

Wall mounting of a single set of shelves4

5
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Drill holes in the wall where the wall fittings have left markings, and put in wall plugs.

Hold one set of shelves with the fixed wall fittings up against the wall where you wish to mount 

the shelves. Use a spirit level to make sure that the shelves are plump and level. 

Press the shelves against the wall, so the marking screws in the wall fittings leave marks on 

the wall. If necessary, retrace the markings with a pen. 

6

7
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Remove all wall fittings from the shelves and remove the marking screws from the wall fittings 

using the Allen key 4 mm.
8

The wall fittings should now be mounted in the drilled holes in the wall. Use the enclosed 

screws and fasten the wall fittings in the wall by using the torx key.
9

Install the shelves in the wall fittings and tighten the set screws by using the enclosed Allen 

key 1,5 mm. (If the set screws do not fit in the holes in the shelf, check paragraph 10a, p. 14)
10
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a) 	 You can adjust the wall fittings, if the set screws don’t fit into the holes in the shelf. 

	 This is done by loosening the screw by using the torx key and adjusting the position of 	

	 the wall fittings, so the set screws will fit into the holes in the shelf. Tighten the screw 	

	 again afterwards.

When assembling more sets of shelves, repeat from step 5, p. 11.

12 Assemble more sets of shelves

11 Now check if you have fixed all the set screws correctly by tugging gently on the shelves. If 

the shelves seem loose, it means that some of the set screws are not fixed correctly. 

2mm

2mm
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When all of the shelves are mounted on the wall, attach the circle fittings where two or more 

shelves meet.
13

14 Fasten the circle fittings by tightening the set screws. Use the enclosed Allen key 1,5 mm.
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Assembly suggestion: 2 sets of shelves

1 Version A					                          2 Version A

See paragraph 1 p. 5 how to assemble the sets of shelves in version A.
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Assembly suggestion: 4 sets of shelves

1 Version A					                                  2 Version A

3 Version B					                                  4 Version B

See paragraph 1 p. 5 how to assemble the sets of shelves in version A or B.
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Assembly suggestion: 8 sets of shelves

1 Version B							       2 Version A

3 Version A							       4 Version B

See paragraph 1 p. 5 how to assemble the sets of shelves in version A or B.
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5 Version B 

6 Version A		

7 Version A	

8 Version B
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